
554-GO2 
Deluxe Drive

Cartridge

703-G12
Special Deluxe

Bulk Load

ROLLING EXTENSION MODELS
All models feature a crack locator pin and adjustable 
rolling wheels for comfortable upright dispensing.
Approx. 54” long.
Choose from 15 Rolling Extension models for cartridge,
bulk and sausage-pack load types, with Special Deluxe,
Deluxe and Air-Powered drives. SEE CHART REVERSE SIDE

APPLICATIONS INCLUDE:

• Traffic detector inductance loops
• Pavement expansion joints
• Roof membrane lap joints

SPECIFICATIONS, DRIVE FEATURES 
AND OVERHEAD MODEL ON REVERSE SIDE

702-GO1 
Air-Powered

Cartridge

Shown with optional hose 
and air regulator.

Check our WebSite for new items!

Comfortable
upright 

dispensing!

BACKED BY
ALBION’S WARRANTY 

AND COMMITMENT TO
PROFESSIONAL QUALITY TOOLS

JOIST FOLLOWER
No. 802-G01
Bolts to any Albion one-quart capacity 
cartridge model*. User can quickly 
and easily pump a straight center 
bead onto any wood surface 
between 11⁄4”and 25⁄8” wide.
Shipping weight: .5 lb

*Albion Economy Model 487-3
will not hold Joist Follower

Shown in operation attached 
to optional Albion gun model.Adjusts

back-and-forth
for variations
in spout length.

Any one-quart cartridge extension model together with Albion’s
handy new Joist Follower is ideal for applying adhesive to floor
joists prior to installing sub-flooring.
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Extension Models Catalog 258B

ROLLING EXTENSION MODELS

400-G01 complete as shown

MODEL DRIVE / TYPE CAPACITY CHAMBER WT (lb)

400-G01 Deluxe drive. Cartridge load. 1⁄10 gallon 2”D x 81⁄2”L 2.75

To order additional 8” Extensions, ask for Kit No. 395-G07. Shipping weight 1 lb.

CAPACITY DRIVE TYPE CHAMBER MODEL WT (lb)

CARTRIDGE 
1 quart Deluxe 25⁄8”D x 12”L 554-G02 11.25

1 quart Special Deluxe 25⁄8”D x 12”L 704-G11 12

1 quart Air-Powered 25⁄8”D x 12”L 702-G01 12

BULK
Bulk models require two people to load.
Albion 344 Series loaders are recommended for one-person loading.
1.5 pint Deluxe 2”D x 14”L 693-G01 11.75

1.5 pint Special Deluxe 2”D x 14”L 703-G11 12

1.5 pint Air-Powered 2”D x 14”L 700-G01 12

1 quart Deluxe 2”D x 18”L 693-G02 11.75

1 quart Special Deluxe 2”D x 18”L 703-G12 12

1 quart Air-Powered 2”D x 18”L 700-G02 12

2.5 quart Special Deluxe 33⁄8”D x 16”L 733-G11 14

2.5 quart Air-Powered 33⁄8”D x 16”L 720-G01 14

2.75 quart Air-Powered 2”D x 50”L 700-G03 12

SAUSAGE-PACK
10 and 20 oz Deluxe 2”D x 18”L 693-G05 11.75

10 and 20 oz SpecialDeluxe 2”D x 18”L 703-G15 12

10 and 20 oz Air-Powered 2”D x 18”L 700-G05 12

1 Liter Air-Powered 2”D x 22”L 700-G07* 12

*For use with 3M Loop Sealant. All other applications require front cap and nozzle.

OVERHEAD EXTENSION MODEL

Extension screws onto end of gun, making 
it 24” overall. Remove extension to use as
standard cartridge model. Length can be
increased in 8” increments. Eliminates the
need for hard-to-pump long nozzle. Ideal 
for most materials.
Complete as shown with one 8” extension.

FEATURES:

✔Albion Deluxe drive
✔Lightweight
✔All-metal construction

with zinc plated finish
✔Replaceable parts

Special Deluxe 
Drive

Deluxe 
Drive

Air-Powered
Drive

DRIVE FEATURES
SPECIAL DELUXE
✔Reinforced welded construction
✔Heavy gauge steel, smooth 

durable finish
✔Epoxy coated handle with zinc 

plated body for comfort and 
corrosion resistance

✔T-pull with 5⁄16“square smooth
piston rod

✔Ideal for dispensing the highest 
viscosity materials

✔Trouble-free, designed for safety
and speed

DELUXE
✔1⁄4” square smooth piston rod 

rotates for 4 times longer life
✔Thumb activated instant pressure 

release with no-drip recoil lock
✔Formed steel construction and 

corrosion resistant zinc plating
✔User can regulate stroke 

to fit hand size
✔Replaceable parts
✔Perfect for dispensing a wide

range of materials

AIR-POWERED
✔Provides perfect, even flow 

without interruption
✔All-metal construction, scratch 

and rust resistant
✔Requires minimum physical effort
✔High-quality 3-way air valve 

for instant pressure release
✔Discharges most viscous materials 

at high speed and in large volume
✔Replaceable parts

Length can be
increased in 8 inch
increments


